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17. Smoke Extract Fan 


17.A. Duty + Standby configuration 
SMEF-GM-01/02 
SMEF-GM-03/04 
SMEF-GM-05/06 


A) System Description 

System consists of (1 Duty + 1 Standby) fans. 

B) System monitoring 

The following points shall be monitored by BMS: 
i) Fan ‘Auto’ status (each fan) 

ii) Fan run status (each fan) (QBM81-3) 

iii) Fan trip status (each fan) 

iv) Damper open status (each fan) 


C) Alarms 


The followings alarms shall be raised on BMS 


S.NO. ALARM PRIORITY 
1 Fan ‘Not in Auto’ alarm (each fan) Low 
Fan failed to run alarm (each fan, during fire alarm s 
2 sas High 
condition) 
3 Fan trip alarm (each fan) High 
Fan damper failed to open alarm (each fan, during fire : 
4 S High 
alarm condition) 


17.B. Single Fan configuration 
SMEF-GM-07 
SMEF-T72-01 


A) System Description 

System consists of 2 nos. single fans. 

B) System monitoring 

The following points shall be monitored by BMS: 
i) Fan ‘Auto’ status (each fan) 

ii) Fan run status (each fan) (QBM81-3) 


iii) Fan trip status (each fan) 
iv) Damper open status (each fan) 
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C) Alarms 


The followings alarms shall be raised on BMS 


S.NO. ALARM PRIORITY 
1 Fan ‘Not in Auto’ alarm Low 
2 Fan failed to run alarm (during fire alarm condition) High 
3 Fan trip alarm High 
Fan damper failed to open alarm (during fire alarm : 
4 sas High 
condition) 


17.C. Single Fan configuration 
SMEF-T69-01 

A) System Description 

System consists of 1 nos. single fan with VFD. 
B) System monitoring 


The following points shall be monitored by BMS: 


i) Fan ‘Auto’ status 
ii) Fan run status (QBM81-3) 
iii) Fan trip status 
iv) Fan VFD Feed Back 
v) Fan Inverter Running Status 
vi) Damper open status 

C) Alarms 


The followings alarms shall be raised on BMS 


S.NO. ALARM PRIORITY 
1 Fan ‘Not in Auto’ alarm Low 
2 Fan failed to run alarm (during fire alarm condition) High 
3 Fan trip alarm High 
Fan damper failed to open alarm (during fire alarm : 
4 a High 
condition) 


